TA WIN
FLOORING

Technology creates new alternative

INTERLOCKING RUBBER FLOOR TILES
Materials Test Report

Hardness (Shore type A/1 sec) ASTM D2240-2002b 80 85%5
Tensile strength (kgf/cm®) ASTM D412-98a(2002) 91 75 min
Elongation (%) ASTM D412-98a(2002) 370 200 min
Compression set (23°C,24h)(%) BS 1711-1975 1.7 10 max

Linear dimensional changes of nonrigid thermoplastic ASTM D1204-1994
sheeting or film at elevated temperature (80°C,6h) (%)

a. Parallel direction of processing 0.001 0.05 max

b. Transverse direction of processing 0.0002 0.05 max

Testing of flammability DIN 51960-1975 Class 1 Class 1

Behaviour on exposure to glowing cigarettes * DIN 51961-1984 Pass No crack, no blister,
no charring, no melting

Abrasion resistance (H-18, 1000g, 100cycle) (g) ASTM D4060-2001 0.07 0.95 max

Chemical resistance (23°C,24h) ASTM D471-1998

a. 20% NaOH Pass No effect

b. 20% H2SO4 Pass No effect

Polish values (24.1°C,RH 53%) (BPN**) ASTM E303-1993

a. Dry type 84

b. Wet type 24

Note** - Glowing cigarettes trademark * PARLIAMENT (average glowing time 11.1%)
** - British Pendulum Number
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< Specification : 500mmMX500mmX3mm/4mm

< Packing : 3mm=>25 PCS/ Paper Carton
4mm=>20 PCS/ Paper Carton

< Material : EPDM + SBR
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< APPLICATIONS

The rubber file is recommended for indoor use in heavy
traffic area where the sound absorption characteristics
of synthetic rubber and excellent burning resistance
show to particular advantage over other types of
floorcovering. The rubber file is suitable for airport, gym,
hospital, school, industry, shopping malls and other public
areas.
Whether you are a designer, contractor, or owner, please
feel free to contact us if you are interested in Ta Win
flooring.
Product features: a. Ease of maintenance

b. Durability

c. Slip resistance

d. Anti abrasion

< Specification : 500MMX500mMmMX3mm/4mm

< Packing : 3mm=>25 PCS/ Paper Carton
4mm=>20 PCS/ Paper Carton

< Material : EPDM + SBR
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< Specification : 500MmMX500mMmX3.8mm 2 Specification : 500MmMX500mMmX3mm/4mm
(The upper straight-line embossment, (The upper circle embossment, Height : 0.7mm)
Height:0.8mm) < Packing : 3mm=>25 PCS/ Paper Carton

< Packing : 3.8mm=>20 PCS/ Paper Carton 4mm=>20 PCS/ Paper Carton

< Material : EPDM + SBR < Material : EPDM + SBR
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:) Specification : 522mmxX522mmX5mm 7 S
(The upper circle embossment, iy :
Height:1Tmm) A
< Packing : 12 PCS/Paper Carton ( el

< Material : SBR + NR
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< Specification : 500mmX500mmX3mm/4mm
< Packing : 3mm=>25 PCS/ Paper Carton
it 4mm=>20 PCS/ Paper Carton

500
< Material : EPDM + SBR
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Black

Kitchen Mats

< Profile:
Size:151cm(length)x 21cm(width)x1.8cm(thickness)
Color:Red & Black

< Features:
a. Nonflammable
b. Anti-oil, Anti-slip
b. Wear abrasion
c. Waterproof
e. Ease of maintenance

< Application :
It is good at wet, dry or greasy areas, just like kitchens,
restaurants, food service and industrial work stations.
e Large hole drainage design keeps moisture and debris free
from worker platform
* Simple, economic drainage mats solution for most industrial
or food service applications.

on-slip interlocking

floor tiles

< Profile:
Specification: 295X295X13mm
Material: PVC
Color: Available for black, red, green, blue, grey, yellow
Coverage quantity: 11 pieces to cover 1 square meter.
Weight: 380gm/ piece.

< Features:
DIY Interlocking design - Just snap together. No tool.
Low maintenance and easy to clean
Non-flammable
Water repellent
Will not rot or mold
Resistance to insects
Good solution for unsightly and cracked surfaces of
flooring.

< Application :
Great for bathroom, pool areas, locker room, washroom,
pets liner...
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lare Rubber Tactile

I V(O Foam Interlocking Tile VWarning Mat

Flare Rubber Tactile Warning Mat :
Profile: with the up big/small circle or straight oblong embossment.

2 Size : 300mMmMX300mm

Thickness : 7mm (The upper circle embossment, Height:4.8mm)

e 6.2mm (The upper circle embossment, Height:3.2mm)

SpEEmEeion JO0ZE0 ISR é6mm(The upper oblong circle embossment, Height:3.5mm)

Coverage: 250X240mm .
. . Packing : 18 PCS/Paper Carton.
Weight: 440gm/ piece. Mo’reric?l : EPDM + SBE

Product: PVC Interlocking Tile
Material: PVC Foam

< Characteristic:

I’r'§ non-slip surfaces and abrasion resistant. SMALL STUD TYPE @24mm

High safety and soft texture. @ @12mm
NOﬂ-ﬂOmmOble. 30mm 30mm 30mm

Water repellent msmr ARG L,

Will not rot or mold
Resistance to insects

ROUND STUD TYPE @ :mgmm
@22mm

e Applicction: - r»25mm 50mm 50mm
It's interlocking design. By using glue to lay tiles on the 6.2mm 1;—:—1———————3me — 3mm

| @22mm |

ground.
I
S Application: STRIP TYPE ->T j
pavement, swimming pool, kindergarten, nursing home, , 2050 sdmm
37.5mm 75mm 75mm ~H2mm & b

balcony, yard, etc. - : i :

6mm 3.5 —2.5mm E.\-' = ==Y
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Non-Slippery Staircase Tread :

Length: 1.2M / 1.3M / 1.4M / 1.5M
1.6M / 1.8M / 2M

Width : 505mm

Packing : 5 PCS/Paper Carton.

Material : EPDM + SBR
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